POWER OF NATURE

BIO-P5 FISH PONDS
● for

fish ponds and water features

● to

kick-start biological filtration

● to

support the growth of fish

A biological enzyme product intended for use in fish ponds
ds to prevent the
rowth of fish. This
formation of algae, improve water quality and support the growth
product effectively breaks down organic matter in fish ponds
ds caused by fish
alance of the pond
faeces and rotting vegetation. This improves the biological balance
by reducing nutrient levels in the water necessary for algae to grow, resulting
ciated with organic
with clearer water. It also reduces unpleasant odours associated
oxic to aquatic life
matter. This is a gradual process which is long lasting, non-toxic
and is suitable for use all year round.

DIRECTIONS FOR USE:
Dissolve contents of the sachet in 10 litres of warm water
gical
(30–40 ºC) and allow 15–30 minutes for the biological
enzymes to activate, stirring occasionally with a
non-metallic object. Then pour the solution directly
into the pond within 1 hour of activation. Regular
monthly application helps ensure trouble-free and
odourless condition of the pond.
Monthly dosage for a pond of approximately 10m³
is 50g. For heavily polluted ponds it is recommended
to use 50g fortnightly.

Important notice:
• mix the product in
a plastic container with
a non-metallic object
• store in a cool dry place,
protect from freezing
• for best results it is
recommended to use
a mechanical filtration
system in conjunction
with this product

BIO-P1 FOR USE IN SEPTIC TANKS, CESSPITS,
DRY COMPOST TOILETS AND DOMESTIC SEWAGE
SYSTEMS
A biological enzyme product intended for use in SEPTIC TANKS, CESSPITS, DRY COMPOST
TOILETS AND DOMESTIC SEWAGE SYSTEMS. It contains a mixture of natural bacteria and
enzymes which break down hard layers of organic matter, restoring the original capacity of
the septic. Furthermore, it significantly reduces unpleasant odours. It is non-toxic to humans,
animals and plant life. Restores and accelerates the natural decomposition process.
Septic tanks and cesspits:
After regular monthly application the contents of a septic tank is reduced to sludge water,
which means it can flow away into the drainage system if the tank is fitted with an overflow.
This prevents the need to pump out and clean the septic. In case the septic is not fitted with
an overflow, the sediment is liquefied and unpleasant odours are significantly reduced. The
product is suitable for use all year round.

Important notice:
• mix the product in a plastic
container with a non-metallic
object
• apply the solution at night
or when there is least activity
in the septic
• do not use any chemicals,
disinfectants, bleaching
agents, acids or alkalis until
at least 24 hours after
application because their use
significantly reduces
the efficiency of the product
• store in a cool dry place,
protect from freezing
• hazardous substances:
Amylase, Protease

Dry compost toilets:
After pouring into a dry compost toilet the bacteria start to break down organic matter,
reducing unpleasant odours significantly. The complete decomposition of excrement
including toilet paper will happen after 2 or 3 months. It is important that the dry toilet is
watered once a week to avoid drying out.

DIRECTIONS FOR USE:
Dissolve contents of the sachet in 2 litres of warm water (30‒40 °C) and allow 15‒30 minutes
for the biological enzymes to activate, stirring occasionally. Then pour the solution directly
into the septic tank, cesspit or dry toilet within 1 hour of activation. Regular monthly application
helps ensure trouble-free and odourless operation of the system. Monthly dosage for a 5m³
septic tank is 100g. To effectively kick-start the process of biological enzyme treatment in
a septic tank with a capacity of 5m³, it is recommended that one 100g packet is used
fortnightly for the first month. Then continue to apply 1 pack (100g) every month thereafter.
Dosage

Septic up to 5m³

Septic up to 10m³

Kick-start - fortnightly during
first month

100 g (1 packet)

200 g (2 packets)

Monthly dosage thereafter

100 g (1 packet)

200 g (2 packets)

BIO-P2 DECOMPOSITION OF FAT
A biological enzyme product intended for the decomposition of fats in waste water systems.
It contains a mixture of natural bacteria and enzymes which break down fats in organic
matter preventing the build up of fats in waste water systems and fat traps. It prevents the
clotting of fat on the inside of waste pipes, and the hardening of fat in fat traps. Furthermore,
it significantly reduces unpleasant odours. It is non-toxic to humans, animals and plant life.
Restores and accelerates the natural decomposition process.

DIRECTIONS FOR USE:
Dissolve contents of the sachet in 2 litres of warm water (30–40 °C) and allow 15–30 minutes
for the biological enzymes to activate, stirring occasionally. Then pour the solution directly
into the drain within 1 hour of activation. It is necessary that the solution remains in the
system for a minimum of 8 hours, therefore it is recommended to apply it at a time of minimum
flow of water to prolong the time of direct contact in the waste water system, for example
- during the night. If waste pipes are completely blocked, then it is necessary to unblock
them mechanical before applications are done. Regular use of this product helps prevent the
blockage of waste pipes and fat traps. 100g is intended for use on a single drain/fat trap,
frequency depends on the activity of the drain (100g every 1–3 months).

Important notice:
• mix the product in a plastic container with a non-metallic object • apply the solution at night or when there is least activity in the
drain or fat trap • do not use any chemicals, disinfectants, bleaching agents, acids or alkalis until at least 24 hours after application
because their use significantly reduces the efficiency of the product • store in a cool dry place, protect from freezing
• hazardous substances: Amylase, Protease

BIO-P3 WASTE PIPES
A biological enzyme product that breaks down organic matter in waste water systems.
It contains a mixture of natural bacteria and enzymes which break down organic matter
in waste pipes connected to sinks, baths and basins. It stops the build up of organic matter
in waste pipes preventing blockages. Furthermore, it significantly reduces unpleasant
odours. It is non-toxic to humans, animals and plant life. Restores and accelerates the natural
decomposition process.

DIRECTIONS FOR USE:
Dissolve contents of the sachet in 2 litres of warm water (30–40 °C) and allow 15–30 minutes
for the biological enzymes to activate, stirring occasionally. Then pour the solution directly
down the plug holes within 1 hour of activation. It is necessary that the solution remains in
the system for a minimum of 8 hours, therefore it is recommended to apply it at a time of
minimum flow of water to prolong the time of direct contact in the waste water system, for
example - during the night. If waste pipes are completely blocked, then it is necessary to
unblock them mechanical before applications are done. Regular use of this product
helps prevent the blockage of waste pipes. 100g is intended for use on 2–4 plug
holes, frequency depends on the activity of the drain (100g every 1–6 months).

Important notice:
• mix the product in a plastic container with a non-metallic object • apply the solution at night or when there is least activity in the
drain or fat trap • do not use any chemicals, disinfectants, bleaching agents, acids or alkalis until at least 24 hours after applicati
on because their use significantly reduces the efficiency of the product • store in a cool dry place, protect from freezing.
• hazardous substances: Amylase, Protease

BIO-P4 ORGANIC COMPOST ACCELERATOR
A biological enzyme product designed to accelerate the maturation of compost. It contains
a mixture of natural bacteria and enzymes capable of decomposing organic substances,
reducing the volume of solids. It effectively processes grass cuttings, wood chips, leaves and
all other garden and household organic waste. It produces a compost rich in nutrients which
reduces the need for other fertilisers in the garden. It is non-toxic to humans, animals and
plant life. Restores and accelerates the natural decomposition process.

DIRECTIONS FOR USE:
Dissolve contents of the sachet in 2 litres of warm water (30–40 °C) and allow 15–30 minutes
for the biological enzymes to activate, stirring occasionally. Then pour the solution directly
and evenly over the compost area. It is important that t
he compost remains damp and moist otherwise the decomposition process reduces
significantly, therefore watering is necessary on a weekly basis. For applications during
winter months, it is recommend that the upper 30cm layer of compost is first removed
and then soaked evenly with warm water before being replaced after application.
100g is suitable for use on a compost area of up to 3 cubic metres.

Important notice:
• mix the product in a plastic container with a non-metallic object • store in a cool dry place, protect from freezing
• hazardous substances: Amylase, Protease

CRICKET MANURE
• IMPROVES SOIL FERTILITY AND ITS CONTENT OF BIOLOGICAL LIFE
• ACCELERATES DECOMPOSITION OF COMPOST
• SLOW RELEASE
Cricket Manure is an organic substance stabilised in powder form. It predominantly consists
of cricket excrement and organic waste products associated with the cricket farming
process.

APPLICATION AND USE:
Cricket Manure provides important plant nutrients which improve the fertility of soil and
its content of biological life. It can be used for basic fertilisation, for the preparation of soil
before planting fruit trees and shrubs, vegetables or grasses, and for nourishing existing
flower beds, shrubs, trees and lawns, flower pots and containers. It can also be used as
a compost accelerator.

RECOMMENDED DOSAGE:
For plant pots, boxes and hanging baskets use 5–15% volume of cricket manure to soil. For
flower beds, preparation of new lawns and cultivation work; apply the fertiliser uniformly
at a rate of approximately 2–6 litres per 100m² at a depth of 5–15cm into the soil profile.
(In sandy soils use a minimum dose of 4 litres per 100m²). For the planting of trees and large
shrubs use 1–3 litres. Apply once a month during the growing season.

SEPTIC SHOCK
This unique, highly concentrated product is designed for severely neglected septic tanks, cesspits and dry compost toilets. It contains a
blend of natural, highly active non-pathogenic microorganisms that biologically decompose hard layers of organic matter. Furthermore,
it significantly reduces unpleasant odours. SEPTIC SHOCK is an important complement to product BIO-P1 for septic tanks.

DIRECTIONS FOR USE:
Apply SEPTIC SHOCK directly to the septic for the first time, thereafter other applications can continue
through the toilet bowl. To effectively kick-start the process of biological enzyme treatment in a septic with a
capacity of 3–5m³ it is recommended that one 200ml bottle is used fortnightly for the first month. Then apply
one 200ml bottle the second month. Thereafter we recommend monthly applications of BIO-P1 from our
range of products. Regular monthly application helps ensure trouble-free and odourless operation of the
system. 200ml of this product is intended for use in a normal tank size of 3–5m³.

Important notice:
• use the product undiluted
• apply the solution at night or when there is least activity in the septic
• do not use any chemicals, disinfectants, bleaching agents, acids or alkalis until
at least 24 hours after application (best to avoid using anytime as the efficiency
of the product is significantly reduced)
• store in a cool dry place, protect from freezing
• hazardous substances - spore preparation Bacillus species

BIO-P6 WASTE WATER TREATMENT SYSTEMS
A biological enzyme product intended for use in domestic Waste Water Treatment Systems
(WWTS). It contains a blend of natural bacteria and enzymes, which upon application
kick-start the biological process required to effectively maintain a WWTS. This product
is suitable for application to aeration tanks where the process of biological bacteria
cleaning takes place to reduce the organic content of sewage. It is also very effective
at breaking down fats in waste water systems which can cause damage to pumps and
other components.

DIRECTIONS FOR USE:
For a WWTS up to 5 people:
To kick-start the biological process in a WWTS apply 50g in the first and second week
of installation. To maintain biological bacteria cleaning during periods of low use, apply
50g every 14 days. Dissolve 50g in 2 litres, or 100g in 4 litres of warm water (30–40 °C) and
allow 15–30 minutes for the biological enzymes to activate, stirring occasionally. Then pour
the solution directly into the sewage chamber that connects to the soil pipe within 1 hour
of activation.

Important notice:
• mix the product in a plastic container with a non-metallic object • do not use any chemicals, disinfectants, bleaching agents,
acids or alkalis until at least 24 hours after application because their use significantly reduces the efficiency of the product
• store in a cool dry place, protect from freezing • hazardous substances: Amylase, Protease and ß–glucose
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